Exenpti on No. 6541B
Regul at ory Docket No. 28673
July 30, 1999

M. John W Harrington
W1 son, Elser, Mskowtz,
Edel man & Di cker LLP
120 North LaSalle Street

Chicago, IL 60602

Dear M. Harrington:

This is in response to your May 5, 1999, letter petitioning the
Federal Aviation Adm nistration (FAA) on behalf of the EAA

Avi ation Foundation, Inc. and the Experinmental Aircraft
Association, Inc. (collectively to be referred hereafter as EAA),
for an anendnent to Exenption No. 6541, as anmended. That
exenption from Sections 91. 315, 119.5(g), and 119.21(a) of

Title 14, Code of Federal Regulations (14 CFR) permts EAA to
operate its Boeing B-17 (B-17) aircraft, which is certificated in
the limted category, for the purpose of carrying its nenbers for
conpensation or hire in its former mlitary vintage airplane on

| ocal flights for educational and historical purposes. The
anmendnent you request would revise condition Nos. 13(c) and (d)
to allow flight operations with a mnimumflight visibility of
not less than 3 statute mles and with a mnimmceiling of not

| ess than 1,500 feet above ground |l evel (AG), respectively.

In your petition, you indicate that the conditions and reasons
regarding public interest and safety, presented in the original
petition upon which the exenption was granted, remain unchanged.

The FAA has determ ned that good cause exists for not publishing
a summary of the petition in the Federal Register because the
request ed anendnent to the exenption would not set a precedent,
and any delay in acting on this petition would be detrinmental to
EAA.

The FAA has determ ned that the justification for the issuance of
Exenption No. 6541, as anended, remains valid with respect to
this exenption. Further, the FAA finds that revising condition
Nos. 13(c) and (d), as requested, will accommbdate EAA' s
operations w thout adversely affecting safety. Finally, the FAA
notes that mnor editorial changes have been made to the
conditions and limtations of Exenption No. 6541, as anended.

In consideration of the foregoing, |I find that a grant of
exenption is in the public interest. Therefore, pursuant to the
authority contained in 49 U S.C. Sections 40113 and 44701,

del egated to nme by the Adm nistrator (14 CFR Section 11.53),
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Exenpti on No. 6541, as anended, is hereby further anended by

(1) revising condition No. 13(c) to allow flight operations with
a mnimumflight visibility of not less than 3 statute mles,

(2) revising condition No. 13(d) to allow flight operations with
a mnimmceiling of not |ess than 1,500 feet AG, and

(3) extending its Cctober 31, 2000, term nation date to Cctober
31, 2001, unl ess sooner superseded or rescinded. This exenption
is subject to the following revised conditions and limtations:

1. EAA nust maintain its B-17 aircraft in accordance with
t he -
a. Mai nt enance requirenments as specified inits

B-17's type specification sheet, as anended;

b. FAA- approved nai nt enance inspection programt hat
nmeets the requirenents of Section 91.409; and

C. B-17 mlitary technical nanuals.
2. The pilot-in-command (PIC) mnust -

a. Hold at | east a comrercial pilot certificate with
a multiengine airplane rating, an airplane
instrunment rating, and a B-17 type rating;

b. Have conpl eted EAA' s B-17 qualification and
recurrent flight- and ground-training program
wi thin the previous 12 cal endar nonths;

C. Have at | east a total of 2,500 hours of
aeronautical flight experience, 1,000 hours of
aeronautical flight experience in nultiengine
ai rplanes, and 25 hours in a B-17; or have at
| east a total of 1,000 hours of aeronauti cal
flight experience, 200 hours of aeronauti cal
flight experience in nultiengine airplanes, and
100 hours and 50 takeoffs and 50 |andings in a
B-17; and

d. Have acconplished three takeoffs and three
landings to a full stop in a B-17 within the
previ ous 90 days before serving as PIC.

3. The second-in-command (SIC) nust -

a. Hold at | east a comrercial pilot certificate with
a multiengine airplane rating and an airpl ane
i nstrument rating;

b. Have conpl eted EAA' s B-17 qualification and
recurrent flight- and ground-training program
wi thin the previous 12 cal endar nonths;



C. Have at | east a total of 1,500 hours of
aeronautical flight experience, 250 hours of
aeronautical flight experience in nultiengine
ai rplanes; or have at least a total of 500 hours
of aeronautical flight experience, 100 hours of
aeronautical flight experience in nultiengine
ai rplanes, and 25 hours and 10 takeoffs and 10
| andings in a B-17; and

d. Have acconplished three takeoffs and three
landings to a full stop in a B-17 within the
previ ous 90 days before serving as SIC.

EAA nust develop and maintain a witten B-17
qgqualification and recurrent ground-training program  for
its PICs and SICs that covers the training subjects
listed below Each PIC and SIC nust receive this

trai ning and be found conpetent and proficient on the
fol | ow ng:

a. Ceneral information and description of the
ai r pl ane;

b. Aircraft limtations;

C. Aircraft servicing;

d. Ai r speeds;

e. Fuel system

f. El ectrical system

g. Hydraul i c system

h. Engi nes;

i | nstruments and avi oni cs;

J - Landi ng gear, brakes, controls, and flaps systens;
K. Propel | er;

l. Emer gency procedures, including -

(1) I nstruction in emergency assignnments and
procedures, including coordination anong
cr ewnenbers;

(1i) Individual instruction in the |ocation,

function, and operation of energency
equi pnent, including -



A. First aid equipnment and its proper use;
and

B. Portable fire extinguishers, with
enphasis on the type of extinguisher to
be used on different classes of fires;

(ti1) Instruction in the handling of energency
situations, including -

A. Firein flight or on the surface and
snoke control procedures with enphasis
on electrical equipnent and rel ated
circuit breakers found in cabin areas;
and

B. |Illness, injury, or other abnornal
situations involving passengers or
cr ewnenbers;

m Wei ght and bal ance;
n. Per f ormance pl anni ng; and
0. Use of the airplane' s checklist.

EAA nust develop and maintain a witten B-17
qualification and recurrent flight-training program for
its PICs that covers the areas of operations and tasks
listed in the "Airline Transport Pilot and Aircraft
Type Rating Practical Test Standards for Airplane,”
FAA- S- 8081-5C, and each PIC nmust receive this training
and be found conpetent and proficient on those areas of
operation and tasks before being assigned PIC

responsi bilities and duti es.

EAA nust develop and maintain a witten B-17
qualification and recurrent flight training programfor
its SICs that covers the maneuvers and procedures
listed below Each SIC nust receive this training and
be found conpetent and proficient on the follow ng
maneuvers and procedures before being assigned SIC
responsi bilities and duti es:

a. Oper ational procedures applicable to the
power pl ant, equi pnent, and systens;

b. Performance specifications and |imtations;

C. Nor mal , abnornmal, and emergency operating

pr ocedur es;

d. Three takeoffs and three landings to a full stop
as the sole manipulator of the flight controls;



e. Engi ne- out procedures and nmaneuvering with an
engi ne out while executing the duties of PIC and

f. Crew resource nmanagenent training.

In addition, each SIC nust be famliar with the
aircraft flight manual, placards, and narKkings.

Each PI C nust conplete a proficiency practical test
upon conpletion of the initial qualification training
program and upon conpl etion of the recurrent training
program (every 12 cal endar nonths after conpletion of
the initial qualification training progran) that covers
the areas of operations and tasks listed in "Airline
Transport Pilot and Aircraft Type Rating Practical Test
Standards for Airplane,” FAA-S-8081-5C. Each PIC nust
be found conpetent and proficient on those areas of
operation and tasks before being assigned PIC duties
and responsibilities.

Each SIC nust conplete a proficiency practical test
upon conpletion of the initial qualification training
program and upon conpletion of the recurrent training
program (every 12 cal endar nonths after conpl etion of
the initial qualification training progran) that covers
the foll ow ng maneuvers and procedures before being
assigned SIC responsibilities and duties:

a. Oper ational procedures applicable to the
power pl ant, equi pnent, and systens;

b. Performance specifications and |imtations;

C. Nor mal , abnornmal, and emergency operating

pr ocedur es;

d. Three takeoffs and three landings to a full stop
as the sole manipulator of the flight controls;

e. Engi ne- out procedures and nmaneuvering with an
engi ne out while executing the duties of PIC and

f. Crew resource nmanagenent training.

In addition, each SIC nust be famliar with the
aircraft flight manual, placards, and narKkings.

EAA' s B-17 qualification and recurrent ground and
flight training progranms listed in condition Nos. 4, 5,
and 6, as appropriate, nust be nmade available to the

M | waukee Flight Standards District Ofice (G FSDO
No. 13) upon request.



10.

11.

12.

EAA nust have the services of an FAA-certificated

ai rframe and powerpl ant nmechanic or an appropriately
rated repair station available at all stopovers to
performall required maintenance inspections and
repairs.

EAA will maintain the follow ng information and records
and wi Il make those records available for reviewto the
FAA when request ed:

a. The nane of each pilot crewrenber EAA authorizes
to conduct flight operations in its airplanes
under the ternms of this exenption

b. Copi es of each PICs and SIC s pilot certificate,
medi cal certificate, qualifications, and recurrent
trai ni ng docunentation in the B-17 to denonstrate
conpliance with condition Nos. 2 and 3;

C. Records of naintenance perforned and mai nt enance
i nspection records to denonstrate conpliance with
condition No. 1; and

d. A listing of any incident, accident, or nechani cal
failure of the airfrane, propellers, or engine
that occur during this exenption. That listing
wi Il include the date of the incident, accident,
or failure; all information on the possible cause
factors; and extent of injuries sustained.

Before permtting a person to be carried on board its
ai rplane for the purposes authorized under this
exenption, EAA will informthat person that its
airplane holds a limted airworthiness certificate; the
significance of a limted airworthiness certificate as
conpared to a standard airworthiness certificate; and
that the FAA has authorized this flight under a grant
of exenption fromthe requirenments of Sections 91. 315,
119.5(g), and 119.21(a). The explanation of the
significance of a limted airworthiness certificate
conpared to a standard airworthiness certificate nust
include at |l east the follow ng information:

a. The FAA has not established nor has it approved
limted category airworthiness certificated
aircraft manufacturing standards. |n contrast,
standard category airworthiness certificated
aircraft are manufactured to FAA-approved
standards, including standards addressing the
design of the aircraft and life-limted parts.

b. Limted category airwrthiness certificates are
i ssued when the FAA finds the aircraft -



13.

14.

15.

16.

Al l

(1) Has been previously issued a limted
category type certificate and the aircraft
conforms to that type certificate; and

(ii) To be in a good state of preservation and
repair and is in a safe operating condition.

Standard category airworthiness certificates are
i ssued when the FAA finds the -

(1) Aircraft has been built and naintained in
accordance with that aircraft's type
certification standards as established by
t he FAA; and

(i) Arcraft's inspection and mai nt enance
requirenents are in conpliance with the
appl i cabl e Federal Avi ation Regul ati ons.

flight operations nust be conducted -

At a mninmmoperating altitude of not |ess than
1,000 feet AG;

Bet ween the hours of official sunrise and sunset,
as established in the Anerican Air Al nanac, as
converted to |l ocal tine;

Wth a mnimumflight visibility of not |less than
3 statute mles;

Wth a mnimnumceiling of not I ess than 1,500 feet
ACL;

Wthin a 50-nautical-mle radius of the departure
airport with landing only permtted at that
departure airport; and

At an airport that has a fire station or
firefighting services avail abl e.

No persons other than the assigned flight crewrenbers
may be permitted on the flight deck of the airplane
during flight operations.

Except for essential crewrenbers, all flight operations
must carry no nore than the maxi mum nunber of
passengers permtted by the aircraft’'s wei ght and

bal ance limtations and nunber of approved seats in the
aircraft.

Except for an energency |locator transmtter, EAA's
ai rpl anes nust have the equipnent |listed in Section
91. 205(b), and that equi pnent nust be in an operable



condition during the flight.

17. If the airplane is to be operated overwater and beyond
t he power-off gliding distance fromshore, EAA s
ai rpl anes nust have the equipnent |listed in Section
91. 205(b) (12), and that equi pment nust be in an
operabl e condition during the flight.

18. EAA nust hold and continue to hold a determ nation from
the U S. Internal Revenue Service that it is a Section
501(c)(3) nonprofit, tax-exenpt, charitable
or gani zati on under Sections 509(a)(1) and
170(b) (1) (A) (vi) of the Internal Revenue Code.

This letter shall be attached to, and is a part of, Exenption
No. 6541.

Si ncerely,

/sl Ava L. Mns
Acting Director, Flight Standards Service



